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Benefits 
 
◊ Increased flexibi l i ty al lows processing of virtual ly any coin or token. 
◊ Higher producti vity through high speed counting and simultaneous off-sorting of smaller coins. 
◊ Rugged construction gives increased durabil i ty. 

 
Features 
 
◊ Easy to use,  highly accessible set-up controls. 
◊ Programmable bag stops. 
◊ Clear, Seven (7) digit Light Emitting Diode (LED) display = 9999999 (maximum). 
◊ Quiet operation. 
◊ Direct, easy access to coin path with Safety Interlock System. 
◊ Portable,  low weight unit. 
◊ Employs rel iable electronic counting sys tem. 
◊ Auto-reverse feature clears jams and al lows continuous operation. 
 

Options    
◊ Remote Count Display (RCD) unit dedicated for customer viewing, or, 
◊ RS-232C Computer Interface. 
 
Specifications 
 
◊ Dimensions :  360(l) x 270(w) x 268(h)mm. 
◊ Weight:   11.3kg. 
◊ Speed:   2,000 Coins/Minute. 
◊ Coin Range :  Thickness: 0.7mm (min) to 3.9mm (max). 
    Diameter: 14mm (min) to 34mm (max). 
◊ Capacity:    Feed Hopper:  Capacity to 5,000 Coins. 
◊ Voltage:   220 Volts or 110 volts  AC at 50/60Hz, (+/-10%). 
    (Specify with order). 
◊ Power Consumption:  <70 W atts (Operating). 
◊ Ambient Temperature:  0 - 40° Centigrade. 
◊ Relati ve Humidity:   30 - 80%. 
◊ Approval:    ‘CE’ 
 

Shipping 
 
◊ Individual Carton:   45(L) x 34(w) x 33(h)cm (0.05Cbm) at 13.3kg. 
◊ 2 Piece Carton:   71(L) x 48(w) x 36(h)cm (0.12Cbm) at 28.5kg. 
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